Botron designed a lightweight grounding system coil cords 8’ and 10’ long made from the finest materials. We can also manufacture other sizes as well.
Our coil cords provided a reliable path to ground, Meets S1.1 of (one to five pounds breakaway force. Superior strain relief at both ends. One end snaps
on to field mat and other end to wrist strap with banana plugs to ground with good coil retention. . Disclaimer. All statements of technical information
are believed to be true and are based upon tests we believe to be reliable. The proper use and application for this product must be the responsibility of the
user. The statements herein shall have no force or effect.
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oy Material: Black PVC cord
One meg resistor , TM /47 (7mm) snap socket Barrel type: Banana plug.
A Wire: 7 strand tinsel wire
= = gm Strain relief: At banana and snap end.
A Thickness: 100
. Color: Black
/47 (7mm) snap socket Resistor: One megohm 1/4 watt.
Snap: 1/4"
Clip: Alligator type
Length: 6 & 10°
B2185 & &10°
RELATED PRODUCTS
B2008 Std 6’ coil 1/8” snap B2108 6’ Light weight coil 1/8” snap B2184 10’ dual coil cord mono jack
B2004 Std 6’ coil %4 snap B2110 10’ Light weight coil 1/8” snap B2185 8’ & 10’ field service coils
B2028 Std 12’ coil 1/8” snap B2118 6’ 90° coil cord 1/8” snap
B2024 Std 12’ coil Y4 snap B2128 12° 90° coil cord 1/8” snap
BO TRO N CO. IN C. LIGHT WEIGHT FIELD SERVICE GROUND COIL CORDS
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